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A - Ghost date
B - Adjust time
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A - GHOST POSITION
This movement has a date function that is not in use.

B - SETTING THE TIME
Gently pull the crown to the second position once the sub-seconds hand is aligned at 12 o’clock. 
Rotate the crown in either direction to set the desired time as well as the 24 hour sub-dial, then push 
the crown back to the first position to restart the movement.

HOW TO USE THE ROTATING 12 HOUR BEZEL
The 12-hour bezel is a simple yet versatile way to follow a second time zone without the need for a 
GMT hand. By rotating the bezel, you can offset the hour markers to match the time difference of 
another location. For example, if the local time is 10:00 and you want to track a city that is three 
hours ahead, rotate the bezel so the “13” on the bezel sits at 10 o’clock on the dial. You can then read 
both times at a glance — home time on the dial, and the second time zone on the bezel.

This feature is especially practical for travelers, pilots, or anyone who needs to keep track of two 
places at once.



CHRONOGRAPH START/STOP
Press pusher C firmly to start the chronograph. This will engage the central chronograph hand along 
with the 60-minute counter sub dial at 9 o’clock. To stop timing, press pusher C again. The 
chronograph may be started and stopped repeatedly using pusher C.
IMPORTANT: We advice against using the chronograph as a constant running seconds hand since 
that may damage the mechanical components over time.

CHRONOGRAPH RESET
Once the chronograph has been stopped, press pusher D firmly to return the chronograph hand 
and the 60-minute counter to zero.
IMPORTANT: Always ensure the chronograph is stopped before resetting, as forcing a reset while the 
hands are in motion may damage the movement.

PUSH / PULL CROWN
For the watch to maintain its water resistance, the crown must always be secured. Push the crown 
firmly back toward the case.


